6" x 1" CORRUGATED ALUMINUM ALLOY PIPE (RIVETED)
HEIGHT OF COVER LIMITS (ft.)

THICKNESS (in.)

‘?ffli‘; DIA(I;{E)TER 0.060 0.075 0.105 0.135 0.164

MIN. MAX. MIN. MAX. MIN. MAX. MIN. MAX. MIN. MAX.
12.6 48 1.0 22.2 1.0 26.3 1.0 38.7 1.0 49.8 1.0 60.4
15.9 54 11 19.7 1.0 23.4 1.0 34.4 1.0 44.3 1.0 53.7
19.6 60 1.2 17.7 L1 2L1 1.0 31.0 1.0 39.8 1.0 483
23.8 66 13 16.1 L1 19.1 1.0 28.1 1.0 36.2 1.0 439
28.3 72 1.2 17.5 1.0 25.8 1.0 33.2 1.0 402
33.2 78 13 16.2 1.0 23.8 1.0 30.6 1.0 37.1
385 84 1.0 22.1 1.0 28.4 1.0 345
44.2 90 L 20.6 1.0 26.5 1.0 32.2
50.3 96 1.0 24.9 1.0 30.2
56.7 102 L1 234 11 28.4
63.6 108 11 26.8
70.9 114 1.2 25.4

NOTE:

1. The tabulated cover depths shall be measured from the bottom
of the asphalt or concrete pavement to the top of the pipe.
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